ASSEMBLY INSTRUCTIONS
valid for SINGLE and DOUBLE SHELTER SHELTER standard with center distance 5 m.

read carefully before installing the shelter

Pensilina Long Wave
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CAPOCCIONI S.r.l. - Via dell'Industria, 7 - 01100 VITERBO (I) - PENSILINA LONG WAVE OMBREGGIANTE - Disegno: LWO01 - the measures where not expressed are in mm

La Capoccioni S.r.l. The law reserves the ownership of this design with the prohibition to reproduce it or make it known to third parties or to competing companies without prior written authorization.




ASSEMBLY INSTRUCTIONS
valid for SINGLE and DOUBLE SHELTER SHELTER standard with center distance 5 m.

read carefully before installing the shelter

Pensilina Long Wave
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step 1 - FOUNDATION PLINTHS SHELTER shelter

1) Check that the FOUNDATION PLINTHS are ALIGNED, FLAT and that the wheelbase corresponds to that of the structure to be installed.

WHEELBASE
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FOUNDATION PLINTH
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step 2 - Position the COLUMN correctly on the FOUNDATION PLINING, respecting the distance from the edges as indicated in the drawing of the
SINGLE or DOUBLE canopy, mark the holes to be drilled and proceed with all the diam. 16mm with 155mm depth.
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step 3 - mounting COLUMNS on the FOUNDATION PLINTH

L (3

(1)
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(1a)

MECHANICAL ANCHORAGE HILTI M16

\/

1) Fix the closing plate (1a) on the column terminal (screw M10x20)

2) 2) Position the COLUMN in correspondence with the holes and fix it to the FOUNDATION

PLINTH with the MECHANICAL ANCHORAGES.
If necessary, insert the COMPENSATION STRIPS (L) between the COLUMN (1) and the base to

have the columns perfectly vertical.

N.B. It is advisable not to fully tighten the MECHANICAL ANCHORS at this stage but to do so once the
upper part of the shelter has also been assembled.

3) Repeat the operation for the next COLUMN.

HOLEIN CLS @16

155mm
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HEIGHT OF THE MECHANICAL ANCHOR ABOVE
THE PLATE BEFORE THE CLAMPING: 20MM

CAPOCCIONI S.r.lI. - Via dell'Industria, 7 - 01100 VITERBO (1)

- PENSILINA LONG WAVE OMBREGGIANTE - Disegno: LWO5 - the measures where not expressed are in mm

La Capoccioni S.r.l. The law reserves the ownership of this design with the prohibition to reproduce it or make it known to third parties or to competing companies without prior written authorization.




step 4 - mounting the ARM

1) Assemble the ARM (2) fixing it to the lower handkerchief of the column
(screw and bolt M16x35) leaving it with the end part resting on the ground.
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step 5 - assembly of CLAMPS and TIE ROD

1) Insert the equidistant TERMINALS in the arm by tightening them slightly.
2) Insert the PVC cap (2a) at the end of the arm

3) 3) Assemble the TIE ROD (4) fixing it first to the upper handkerchief of the column and then
to the upper handkerchief of the arm by placing it at height (screw and bolt M16x35)
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step 6 - repeat the complete assembly of the second ARM

1) REPEAT the steps from (1) to (5) for the second column.
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step 7 - assembly of the CROSSBAR and the CLAMPS

1) Assembly of the CROSSBARS (5) to be inserted in the clamps up to their half.

Then insert the 10cm TERMINAL (6), complete with PVC caps. (See detail)

limit of CROSSBAR
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step 7a - assembly of the additional MODULE

N.B. If the next module is installed, the RAILS (5) must be inserted into the terminals up to
their half.

Then insert the 10cm CROSSBAR (6) into the terminals, complete with PVC caps. (See detail)
Tighten the clamping powls.

ADDITIONAL MODULE

limit of CROSSBAR : limit of TERMINAL

| limit of additional CROSSBAR

limit of CROSSBAR
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step 8 - check the shelter alignment and tightening of all the screws

N.B. The illustrated assembly system is also valid for the DOUBLE SHELTER
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step 9 - mounting the COVERING cover

1) After checking the perfect alignment of the structure, proceed with the assembly of the cover.

2) Position the COVERING CANVAS on the structure and with the supplied rope secure it with a
spiral tie through the eyelets to the front and rear crossbars and to the arms.

NOTE:
THE SHADING LONG WAVE SHELTERS are not able to support high
loads due to snowfall. It is therefore necessary to remove the cover

during the winter.
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